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NOTES[ 1> Lead CO-PLANARITY including reinforced metal fittings shall be 0.1 MAX S |BRASS TIN PLATING 1#nMIN OVER NICKEL 1#nMIN
@ Dimension:from reference b. 4 BRASS TIN PLATING 1#mMIN OVER NICKEL 1#mMIN S (CONNECTOR)
[3> Indicates notches or holes to prevent sink marks.The design and the location are 3 |PHOSPHOR BRONZE |GOLD PLATING 0.05xMIN OVER NICKEL 1mMIN| & | POLYSTYRENE
N discretionary. depending on the number of contacts. 2 |Ler (BLACK) ULB4v—0 / | POLYESTER
4. This product satisfies halogen free requirements defined as 900ppm maximum chlorine 1 |Lcp (GRAY) uLS4v—0 © | POLYSTYRENE
900ppm maximum broming.and 1500ppm maximum total of chlorine and bromine. NO. MATERIAL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
A, ’n’peppesents the number of contacts. UNITS @ g SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
F [6 > Indicates notches for attachment dust cover. mn 551 A
FH2B series : without notches. WIROSE  |veRovep S SAKANOTO 13. 09, 20 OREPING EDC3-353836-01
FHOBD series ¢ with notches. m B ReTE ¢ |cHEceD  cHS. SAKANOTO 13.09. 20 PaT EH%%B*SéOb%Eﬁ%g%)
. , 35D,
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In case of consideration for using Automotive equipment /
device which demand high reliability, kindly contact our sales window correspondents.
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FPC CONFIGURATION CREFERENCE EXAMPLE) (scaLe:Free)
| MATEATAL NAME |  MATERIAL | THICKNESS (n)
/ COVERING FILM LAYER POLYIMIDE fmil thick. (25)
COVER ADHESIVE (25)
RECOMM E N D ED F PC/I:I:C (15:1) | SURFACE TREATMENT g(i)tiléelpluggfggngjcgimto 5em + 3
s COPPER FOIL Cu 1 oz 35
\ BASE ADHESIVE HEAT-HARDENED ADHESIVE o5
Ht 01 \ BASE FILM POLYIMIDE 1mil thick 2b
N y
6+ 0.07 REDWFCRCEMENT WATERIAL ADYESIVE| HEAT-HARDENED ADHESTVE 30
06+ g 05 iZO | 2% \ STIFFENER FILM POLYIMIDE 7 mil thick 175
290,35 + .13 (FRD)
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FFC CONFIGURATION CREFERENCE EXAMPLE) (scaLe:Fres)
[ | MATERIAL NAME |  MATERIAL | THICKNESS ()|
*********************** Contact No. 1 * = POLYESTER FILN 12
- ADHESIVE THERMOPLASTIC POLYESTER 30
[~ GOLOPLATED. SOFT COPPERFILN 35
] aHeSTVE POLYESTER 0
[7> Thickness of supporting tape shall be 0.188¢7.5mi 1> MIN. R g e
T orEsTve POLYESTER 30
[ STIrreNeR Py POLYESTER 188
o EDC3-353836-01
]_RS PART FH28-+5-0. 5SHC05)
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£ FHP8 -10S-0.55H(05) | CL586-1861-4-05 10 | 45| 99| 557|645 7.35| 9.58| 55| 7.1 |10.6 | 7 5.5 | 10.3]|11.5 | - 24 | 25.4 | 29.4 | 11.3

2 FHP8 -155-0.55H(05) | CL586-1868-3-05 15 | 7 |12.4| 807|865 9.85| 12.08| B 9.6 [13.1| 95| 8 2.8 115 | - 24 | 25.4 | 29.4 | 13.8

b FHPB8D-205-0.55H(05) |  CL586-1823-5-05 20 | 9.5 14.9 | 10.57|11.15 | 12.35)14.58] 10.5 | 12.1 | 15.6 | 12 105 | 5.3 | 1.5 | - 24 | 25.4 | 29.4 | 16.3

3c FHPBD-285-0. 5SH(05) |  CL586-1835-4-05 28 |13.5|18.9 | 14.57[15.15 | 16.35} 1858 14.5 | 16.1 | 19.6 | 16 14.5 | 19.3 [14.2 | 8.4 | 32 |33.4|37.4]20.3

s FHPBD-305-0. 5SH(05) |  CL586-1827-6-05 30 | 14.5 | 19.9 | 15.57[16.15 | 17.35| 19.58 15:5.| 17.1 | 20.6 | 17 155 | 20.3 [ 142 | 284 | 32 | 3.4 37.4] 213

5 FHP8 -40S-0.5SH(07) | CL586-1803-8-07 40 |19.5 | 24.9 | 20.57[21.15 | 22.35| 24.98| 20.5 | 22.1 | 5.6 | 22 ||20.5 | 5.3 | 20.2 | 40.4 | 44 | 45.4 | 49.4 | -

> FHP8 —455-0.5SH(05) | CL586-1848-6-05 45 |22 | 27.4 | 23.07(23.65 | 24.85| 27.08 23 | 246 [e8.1 | 24.5 || 23 27.8 [ 20.2 | 40.4 | 44 | 45.4 | 49.4 | 28.8

£ FHP8 -50S-0.5SH(05) |  CL586-1801-2-05 50 |24.5(29.9 | 25.57(26.15 | 27.35| 29.58 25.5 | 27.1 |/30.6.| 27 || 25.5 | 30.3 | 20.2 | 40.4 | 44 | 45.4 | 49.4 | -

£ FHP8 -555-0.5SH(05) |  CL586-1800-0-05 55 |27 [32.4|28.07[28.65 | 29.85( 32.08/ 28 | 29.6 | 33.4 | 29.5 || 2B 2.8 (202 |40.4 | 44 | 454 | 49.4 | -

5 FHP8 -605-0.5SH(05) |  CLA86-1811-6-05 60 |29.5 | 34.9 | 30.57(31.15 | 32.35| 34.58) 30.5 | 32.1 | 3.6 [ 32 {|30.5 [ 35.3 | 26.2 |50.4 | 56 |57.4 |61.4| -

5 FHPBD-645-0.55H(05) |  CL586-1813-1-05 64 |[31.5(36.9 |32.57|33.15| 34.35| 3.58| 32.5 | 34.1 | 37.6 | 34 ||32.5 | 37.3 | 26.2 | 52.4 | 56 |57.4 |61.4 | -

5 FHPBD-685-0.5SH(05) |  CL585-1819-8-05 68 |[33.5|38.9|34.57| 35.15| 3.35| 38.58| 34.5 | 36.1 | 39.6 | 36 ||34.51393 |26.2 |52.4 | 56 |57.4 |61.4 | -

=0 FHP8D-745-0.55H(05) |  CL586-1828-9-05 74 | 3.5 | 41.9 | 37.57| 38.15] 39.35| 41.58| 37.5 | 39.1 | 42.6 | 39 ||37.5 | 42.3 | 26.2 [52.4 | 56 |57.4 | 61.4 | 43.3
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5  The specification of CO7) is applied to FH28-405-0. 5SH.
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